
            

Chromalock
Sealed Thermistor Temperature Probe With Flying Lead

 TECHNICAL FEATURES

TECHNICAL SPECIFICATION

CABLE DIMENSIONS

 EXCELLENT WATERPROOF AND HUMIDITY
PROPERTIES

 -50 0C TO + 1050C OPERATING RANGE

 A RANGE OF R/T CURVES AND
LEAD LENGTHS AVAILABLE ON REQUEST

 SPECIAL SIZES

 DOUBLE INSULATION

 CAN BE BAGGED WITH MOUNTING KITS

BETA                   
VALUE:                      3950 +/- 1% (options)

INSULATION
RESISTANCE:     

      
100Mohms

 
at

 
1000Vdc

INSULATION
STRENGTH:

  

 

 

3750V AC
DOUBLE INSULATED
OVAL CABLE

DESCRIPTION

This temperture probe /lead is robust and waterproof.
The accurate NTC thermistor is encapsulated in a solid crush-proof
water-proof head. The probe can be supplied with any length of
lead (standard is 3 metres), and custom terminations, etc.

MEASUREMENT RANGE:  -50 0C to +150 0C

RESISTANCE
VALUE AT -25 0C: 10K+/- 1% is standard (options)

CABLE
LENGTH:       to order (3m is standard)

AMBIENT
TEMPERATURE

       

to

 

+

 

70 0C for cable. (150 for sensor head)

CABLE 0.5mm² multistranded  copper Standard product is 10k +/ 1%, 3950 +/- 1% , 3 metres long with
25/5mm strip and tin, otherwise specify requirements. These can also be
supplied bagged with various fittings, clips, screws, printed materials etc.

APPLICATIONS

INDUSTRIAL/COMMERCIAL/DOMESTIC
AIR CONDITIONING
UNDERFLOOR HEATING
PROCESS CONTROL
REFRIGERATION
CLIMATE CONTROL

ORDERING DETAILS

TEL: 02476 466279 (24hrs)  Fax: 02476 465298  E-Mail: admin@chromalock.com Website: www.chromalock.com

http://www.chromalock.com/



